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FOREWORD

The research detailed in this review evolvea from instrumented approaches
to the quantitation of a certain type of immunochemical analysis initiated at
the USAF School of Aviation Medicine in 1955. Actual telemetry started in
1961 and interhemispheric transmission of analyses of human serum was
accomplished in 1962. The purposes of the study required the integration
of immunology and electronics in a manner not previously demonstrated in
science. Currently, the completion of this research provides the UdAF and
the Department of Defense with an interdisciplinary tool.

r This comprehensive report brings the potential, feasibility, and demon-
strated capabilities of the telemetry of microbiologic analyses into clear focus
for mission-oriented aerospace and terrestrial applications.

In an undertaking of the magnitude of TAMIS, faith, vision, encourage-
ment, and administrative support were essential to success. For these
contributions the author is grateful to Lt. Colonel Irving Davis, Lt. Colonel
Laurence A. Irvine, and Dr. E. Staten Wynne, of the Biosciences Branch,
USAF School of Aerospace Medicine.

During the development of the system, the interdisciplinary approach
required the knowledge and skills of several people in electronics, inbtrumenta-
tion, and immunology. Specific contributions were made by Wesley E.
Prather, Electronics Engineer, and Heinz A. Jaeger, Instrument Designer.
Support in microbiology was capably givon by Dr. Warren J. Russell,
James R. Ralston, Mrs. Iowa W. Marable, and Sergeant Michael De Buysere.

The author is also indebted to Colonel Nicholas H. Cox and his staff at
the Air Force Armament Laboratory, Elgin Air Force Base, Fla., for their
support of the project during the later phases of the study.
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TIE THEM AUTOMATED 1M41OSIAL IDENTHIFICATON

SYSTEM (TAMIS) AND SUBSYSTE4S

INTRODUCTION

TAMIS is a research technic utilizing proved immunochemicai
and electronic methods. These methods were accomplished by
system and subsystem components combined into a complete com-
plex of instruments and designed and integrated for microbiologic
analyses. TAMIS exemplifies concepts of analyses and data han-
dling adaptable to current and future requirements of terrestrial,
marine, and aerospace exploration.

The application and versatility of the immunoelectronic instru-
ments and procedures to be described in this review have been
explained in earlier reports (3, 6-20). The existence and functions
of the computer, several associated subsystem components, the
complete semiautomatic method of processing microorganisms (19),
preparation of reference reactions (20), the most recent results
of the comparison between known and unknown bacterial extracts,
and the field tests of a subsystem for aerosol identification have
not been previously documented and are detailed in this report
from both an electronic and a microbiologic viewpoint.

A subsystem module of TAMIS called BAIT (Bacterial Auto-
mated Identification Technic) specifically designed for aerosol
sampling was field-tested in May 1967. The pertinent resulLs of
these tests serve as the basis in this report for criteria appropriate
for evaluation of detection and identification systems.

BACKGROUND

A combination of known ideas and concepts in immunology and
electronics was integrated and first presented by the author in
September 1962 under the title "The Bio-Courier Project" (bio -
life, courier -special messages) (13). This project proposed to -

free scientists from the tedium of field collecting, tiring travel,
and the disadvantages of transporting certain biologic specimens.
The approach was to make it possible for semiskilled assistants to
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collect and process samples and to initiate analyses at field sites.
The quantitative information from special instruments would be
relayed by radio or telephone to the laboratory. One scientist
could then monitor analyses from several remote sites and, in
addition, relay; compare, and store instrumented assays being
performed by colleagues over the entire world.

The purpoe of the Bio-courier project, as applied to biologic
analyses of the body fluids of astronauts in orbit and the biologic
exploration of satellites and planets was expressed in 1963 as
follows:

1. There is an immediate Air Force and civilian need for a suitable
procedure whereby ... scientific or non-scientific personnel on Earth who I
are located in remote laboratories or on field explorations can initiate mean-
ingful "on the spot" analyses of biological solutions and extracts. These
analyses will help to:

a. Detect the causative agents of infection and changes in such
agents (bacteria, viruses).

b. Identify vectors and host of disease.
c. Screen groups of people for immunity to disease (antibodies).

d. Explore both endemic and exotic diseases.

On this planet, Earth, we -±aually term such efforts preventive epidemiology,
and the Bio-Courier car. be applied to this aspect. (7)

TAMIS, the acronym coined for the immunoelectronic system
used to demonstrate the feasibility of microbiologic analyses by
telemetry on earth, has used this original purpose of the Bio-
courier project as a guide.

It was soon obvious that the modified instruments (figs. I
and 2) originally used to demonstrate the principle of immuno-S~biologic analysis by telemetry (9, 13) were not adequate for field

studies. Consequently, an intensiv period of instrumentation
development and evaluation started. This was interrupted duringS~the five years by brief explorations in performing biologic exer-

r cises to anticipate problem areas and reorient direction.

3,_ As the instrumentation became more sophisticated (8, 10),
d-monstrations of both short- and long-range telemetry of biologic
reactions were successfully completed. In 1962, the Military Affil-
iated Radio Service cooperated in achieving combinations of radio
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FIGURE 1

Working Prototkmpe instrumenttion for Itiorobiolog& anslvea Ii• bY teemt
used in 1961 (for etail* ace ref. 9).

and telephone links for the transmission of analyses of human
serum over several distances up to 8,000 miles in both intra- and
intercontinental experiments (fig. 8) (8). Several other inter-
connections between the laboratory and remote sites on earth were
also explored during the same period (figs. 4 and 5) (17). In April
1963, one of the instrumentation modules of the future TAMIS
was the basis for an exhibit at the annual meeting of the Aerospace
Medical Association, Los Angeles, Calif. (fig. 6). At that time,
five radio-telephone telemetry analyses were conducted from
Randolph Air Force Base, Tex., to March Air Force Base, Calif.,.
then by telephone directly into the exhibit booth of the hotel.

The biologic analyses used in the TAMIS evolved from the
comparison of unknown with known reactions by immunochemical

8



FIGURE 2

Pre~taoeg reeweirsrcre ftgmh~stio for the BD&4eeuri
project. selosetred daft are wiered vim thae "udbbit ear"
antema., reisped to time FM reeeh~er, thews. to the dduerdmusduo,
and free ther to the recordr. Note the wastret betgpee
t"~ 1981 9 tosewtrametiois, the 19O5 were. (fig. 6), aid the
OouPSq"tene 190 cOlse (fig. 8).

anlses in a manner Dot too dissimilar from that used since 1897.
Biologic solutions will, under appropriate conditions, react togeter
to form a precipitate. This antigen-antibody precipitin reaction
will gather or stratify Into sae rather than settle to the bottom
when performed in a narrow tube or column containing a semisoMld
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FIGURE 8

Gnrphic records of telemetered immunochemical analyses of human serum
after transmission 8,000 ,nileas in Olt interhemispheric experiment.

medium (agar gel). The zones have various shapes, densities, and
pattern configurations (fig. 7). They reflect the ability of mole-
cules to diffuse and combine with other molecules. From such
intermingling in this type of precipitin reaction, the biologic rela-
tionships of unknown solutions-their concentrations, identifica-
tion, and phylogenetic and ontogenetic backgrounds-can be
determined. To draw such inferences correctly, the characteristics
of both of the two reacting solutions (reference solutions) are
determined beforehand. When unknown solutions are tested
against either of these previously calibrated reactants, deductions
concerning the relationship of the unknown materials can be made.

The physical configuration of the glass columns in which the
precipitin reaction can be performed is very suitable for densitom-
etry. This characteristic haa helped the development of scaning
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Pressure Chamber

FRelly Studies

M.A.R.S Base Sta.on

FIGURE 4

Applicable site for field studies via communication Zia" as envisioned in

instruments. The current scanning instruments that have been
fabricated (10) for the various applications of the TAMIS emit
an electrical signal that can be directly quantitated on a strip-chart
recorder for on-the-site densitometry. As an alternative, the same
signals can be transformed into audio or electromagnetic form for
transmission by telephone or radio, respectively.

INSTRUMENTATION

The imnftmoelectronic system and subsystems that constitute
the electronic components of TAMIS are sufficiently versatile for
physiologic as well as microbiologic analyses. Mission require-
ments and anticipated future utilizations of the analytic data
determine what instruments and interconnections are ultimately
used in the task.

6

- .4~~a ~ ~ ,!

-



U

TELUS

The Telemetric Universal Sensor (TELUS) (fig. 8) (14-16) is
a laboratory console consisting of three modules together measur-
ing 16 ft. long, 3 ft. deep, and 6 ft. high. This combination of
instruments was designed to:

1. Receive telemetered signals directly or indirectly from air or ground

by radio, telephone, or magnetic tape.

2. Initiate or relay data to space or ground stations.

S. Decode frequency modulated signals.

4. Place five separate binary codes (000-999) on both incoming and out-
going data and utilize these codes through an automatic searching system
to retrieve information from magnetic tape.

5. Present channels of data for viewing on a dual channel oscilloscope
and a 2-channel strip-chart recorder.

6. Upon telemetered signal, integrate analog data and convert this
integration into a binary code, automatically printing these and other data
on preselected recorder tracks.

7. Provide the capability of screening and retaping appropriate data.

8. Simultaneously receive 4 channels of the same or different information
(either frequency modulated or direct voice). This information can be
simultaneously recorded on any of 28 tracks on magnetic tape.

The TELUS main console has the following components inter-

connected for functional modes of operation:

1. Receiver.

2. Discriminators.

8. Amplifiers.

4. Dual channel oscilloscope.

5. Voltage-frequency converter.

6. Counter.

7. Biologic identification coder, 48-bit.

L. Frequency coumter.

9. Dual-hann•l strip-chart recorder.

7
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FIGURE 6

Inst owntati. ueed in. IM9 for deusonaratveig telemetry of Wbioog
reacttons. The Biotel~ecarnsr oWe Biotrasweivwr on the Left re~roeet fIel
boetime,. On. the right are remvimg 6autrumeiste smd a strip-ohert ree,.rer.
The useguets tape resorder ws se eed to progrem the eeamer to ioitiste the
ow cycle, auPsaisme-tufll wwehkemeu. etv k. we. W s aothe stop is the
eolWutwx of the compiete TAMIS .- S .t . Cwatn. The reader own coostread
the reeeiavu eetls" ASho Aws ee with la*" ohms in figure a taks in lIf".

4. Interconnect for model 65A (fig. 11).

L. Field tranmitter model 65-A (fit. 11).

6. k*Mmfl model X 66-A (fig. 9).

7. Sonicato, moodel 8-75 (fig. 12).

L. IltiinrewarM.I)



ANTIGEN (sl
(EXTERNAL REACTANT)

INTERFACE
PR EC: PT! NZONES-I

ANTISERUM-AGAR
(INTERNAL REACTANT)

NUMBER ZONES 1 1 5 2 2 5 4

FIGURE 7

Oviesktitox of bi.~gd r.eant. in afingle diffuai os.hmes. (for
"dtile a". rot. U4).

11. 1nstrumtation recovdat.p~odueew, 4-channel, port"bi (fig. 11).

Supporting subsystem components are:

* Battery peck, model 4&267.

2. Rech~arr, model 108L

* JIndustrial abrasive unit, model F (ftg. 16).

*. Dhwot cre t power supply, model TW 4006.

5* Loiud nitroge storae& tank, model LNII - I8N (ftg. 15).

The electronic subsystem instruments, in general, derive power
from nickel-cadmium batteries that can be recharged as required
from a 110 v. electrical source. Some instrumentsI, such as field
transmitter and sonicator, require direct access to a 110 v., 60 cps
circuit.

While the type of instruments that are used to initiate field
analyses depends upon the objectives of the task, certain sequential
tonnections are common to most rqre nt.One such system
is shown in figur 12.

TWO Bltesaes (model X 66-A) (fig. 9) and (model
"X 65-D) (fig. 10) are listed under subsystem comiponents. Model
"X 66-A is a sin~gle-purpose, instrument whose output is usually
directly connected to a strlp,-chart recorder with or without an
Intrconection, to a battery-powered recorder-reproducer. In

essence, it is a densitometer with a 30-position magazine that isn
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FIGURE 9

BDotelsecasmsr, model X #*-A, with MicroAl
Model X fe-A attacked on top. This sanmer we
made lot a direct roadout into a strip-chart or tape
recorder. rhe Micofeil van be adjusted to oaverlry
as little as 0.06 mL of bawteria extract on top of
a somisolid agar-oatissrum mtre previously
placed in. glas colums. rho *0-position mogesi,..
oeeomuodat 5 calibration positions md an add&-
tiooal 35 reation olums.
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FIGURE 10

Biotelecamer, model X 6&-D, and Bioetrasaceler, model X 65-BR.
The scanner ha. 5 caUlibration slots and an additional 55 #pame for
diffusion retion column.. Thu u a complete telemetering instrument
coemted-e to a combination tranmiitter and receiver that permit. S-way
telemetry between the field *its and the laboratory. Both instruments
are transistorized and battery-powerecl. The meter reading# on the
faceo the wacner are also monitored by the acientiet in the laboratory
"via radio or telephone signals (#ee fig. 14). Condition of the batteries
in each vital cicu can be observed by a greereod 6inctor on the
back of fhe ecanner.

rotated manually. It is operated on 28 v. direct current from a

power supply. Primarily the X 66-A is used as part of a compact,
self-contained system for performing "on-the-bench studies" of a
clinical laboratory nature (fig. 12). In the past, the same Bio-
telescanner and associated instruments were coupled to a high-
volume air sampler for identification of bacteria In aerosols (see
below).

14
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FIGURE 11

SUPPOrting recording, transmitting, and receiving equipment for field site
applicatious. The bat"-Operated isetrumentation tape recorder-reproducer
AW 5 FM and I AM chAaxel; lteromsect (model 85-A) make it possible

to radiotape data; and the Field Transmitter (model 65-A) (3SO.9 me.)
watched wit a special receiver-discriminator combination (model A 1804)
ompletes the 3.-waY telemetry field instrumentation for approzimately a

go-mile range.

In contrast, the Biotelescanner, model X 65-D (fig. 10) is a
highly sophisticated instrument, approximately 28 by 16 by 21 cm.
(weighing 14 lb.),.and is powered by rechargeable batteries. It is
the fourth model of its type. In this instrument when a light
beam and photoresistor combination vertically scans biologic re-
actions (fig. 18), the analog changes in the photoresistor are
transmitted by radio in subcarrier form (1.3 kc.) to TELUS. The
calibration of density changes is made from the transmission of
scans of 0.2 and 0.6 neutral density filters permanently fixed in
5 positions of the Biotelescanner. In this manner, the densities
of the precipitin system areas in the glass columns subsequently
scanned can be transposed into neutral density units.

The areas of the densities are automatically integrated by
digitizing the curves for preset time intervals during the scanning
cycles. This digitizing is automatically initiated by a pulse. A
8.0 kc. subcarrier transmits a synchronization pulse for either of
two preset periods while the column is being scanned. For example,

15



FIGURE 12

The BAIT (Bacterial Autoomated Ideutification Technic) let up for "beach
14," uacmvee without telemetry. rho bacterial cultures are sujected inst. the
emonc chambher and the reactsing difmiuco coomunma wre toseub" te the
emmuxer, mondl X #*-A. For additional "beck up" record or telemetry later.
the snolb# dafte in the #tri,-chart recorder su, be eistultaecroulp taped then
reproduced on the precuoro onapsetie tape recorder.

when the scanning beam is at the Interface of the reactants on
the "down" scan, a microswitch is energized and triggers the
pulse (8.0 kc.) that is used to start an analog to digital converter
and counter in TELUS. This pulse remains high for a preset 5 or
10 miLi vertical movement of the scanning head. When the light
beam move& farther down, the inicroswitch opens, the pulse ceases,
and the analog to digital conversion automat~ically stops (15).
(Direct digital transmission was considered; however, the defini-
tion obtainable by such a system was believed to be incompatiblek ~~with the reurmnts.) 1

16U
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FIGURE 18

Internl view of the Bwoteleoacaner, Model x C8-B. lIn
subsequent modifiostion. the electronic deck uvae divided into
two. and reworked into phwin-unimats in a 1.4.. bottom under
the manner. Eaoier accea and repiaceability was achieved byi
this change.

For biologic analyses by telemetry, it is essential that other
inforination be av'"'lable to the TELUS operator in the laboratory.
This is achieved by means of a t .u - subcarrier automatically
transmitted fromn the Bioteleacanner and useiu tý, provide four other
parameters of informati )n. During one-fourth of a revolution of
a commutator attached to the scanninjr, ;~c~m, a thermistor in
the BioteleE .amzer is sensed and the temperature in the field in-
strument is transmitted as a square wave that can be viewed or
graphed on a Previously calibrated range. The next one-fourth of
a turn of the commutator allows the transmission of the "tens"
i. 4Ation of a position-indicating rotoatepper upon which the maga-
zine turns. Following this, another one-fourth turn permits the
"units" signal to be radioed. Both the "tens" and the "units" aiv

17
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required to determine the complete position indication of the
magazine since there are 60 positions in the Biotelescanner. Lastly,
the remaining one-quarter of a revolution of the commutator
permits a frequency to be transmitted that can be used as a
"homing" signal when other instruments are also on the air. All
of these commutated signals are visualized by the TELUS operator
as square waves (fig. 14). Any spike or break in the configuration
is a sign of interference in the transmission of data and is one of
the methods of detecting errors by telemetry.

An instruction and maintenance manual for the TAMIS and
all subsystem components has been completed. With the manual,
assistants should be able to correctly operate both the laboratory
and field instruments with a minimum of training.

BASIC ELECTRONIC IDENTIFICATION PROCEDURE

Reference data

Known extracts (antigens) reacted with quantitatively dis-
criminating known solutions (antisera) are densitometrically
measured at fixed time and temperature levels. Each scan for each
reaction produces a curve in which the area under the curve is the
important reactivity parameter. (For the reader unfamiliar with
immunologic technics, the area under the densitometric curve
represents the sum of all the antigen-antibody reactions and is an
indirect measure of the amount of antibody, as well as of the rela-
tive strengths of the reactive biologic fluids. For this and other
jimmunochemical reasons, this area is of considerable importance.)

1 The telemetered analog signal for the curve is sensed by a voltage
to frequency (V-F) converter, thence passed to a 12-bit binary
coded decimal (BCD) counter that displays the integrated area in
a 3-digit nixie-light readout. V-F quantitation is set for 0.500 sec-
ond of the scarTning time and the count start is initiated by a pulse
emitted by telemetry from the scanner when the scanning beam is
at a preset place in its vertical travel along the reaction column.
At the end of 0.500 second, the BCD representing the curve area,
in parts per 500 counts, and 4 other independent BCD series (which
were manually set into 4 separate TELUS channels) are placed on
5 recorder tracks by an automatic print signal triggered by the

18
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TELLS 0.6 ND AIR AG CODE

CHANNEL i
1. DATA If

t3KC

o.ZN T

'0
101CC COMPUTER

[sH+ sYIRONIZATION PULSE
MAGIAZINE

* CQMUITOR - IT

1.71CC II r N OMING

4. VOICE TRACK

5. REACTANT I (ANTIGEN)

S. REACTANT 12 (SPARE)

7. REACTANT Z (ANTISERUM)

8. VARIASLE: TIME-TEMP-TYPE

W. COMPUTED AREA

FIGURE 14

Compoesits of all signals sent via radio from Biotelescanner,
model X 65-D, to TELUS as they appear on a strip-chart recorder.
The ealibratiox (0.2 to 0.6, neutral density) is shown on the 1.3 kc.
data chaneL II maximum neutral density of the reaction is to be
recorded in binary coded decimals (BCD), it is generally placed on
TELUS chnnel 8 and antiserum BCD and time-temperature-type
of reaction moved up to channels 6 and 7, respectively. Signifi-
cawe of the other &ignas are explained in the text.

termination of the synchronization pulse. Simultaneously, a se-
quential BCD, which functions later as an area locator, is placed
on a separate track every 20 seconds by a time-tape coder combi-
nation. (Experience showed that tape footage counters were
unreliable when used for repeated tape searching.) The integrated
area in BCD (3 BCDs), the extract identification number (antigen)
(8 BCDs), antiserum number (3 BCDs), incubation time (1 BCD),
incubation temperature (1 BCD), type of column (1 BCD) together
with the BCD area locator (3 BCDs)--all comprise the reference
data for known solutions reacted with known solutions.

19
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Compiring known and unknown reactions

Data received from the field are taped at TELUS. In the
"analyses irAtc" i-t n +he field only one of two reactants (either
antigen or antibody) is of concern aud the problem at the receiving
laboratory is to identify and quantitate the uknow- solution.
From telemetered information, the TELUS operator knows the
incubation time (1 BCD), incubation temperature (1 BCD), type of
reaction (1 BCD), and identity of one of the two reactants
(3 BCDs). The area density is automatically measured (by voltage
to frequency conversion) or the maximum density is manually
computed as the scan is received (3 BCDs). This totals 9 BCDs
in' all. In an extensive file system, the operator can find a BCD
sequence that is closest to the 9 BCDs accumulated above. There
is also a tape reel number and a BCD tape area locator noted for
each BCD sequence. By playback of the correct reel in conjunction
with a magnetic tape searcher, the tape area of the sought BCD
sequence can be located. Then, 3 tape searchers connected in
parallel are armed to stop the tape recorder playback at the specific
place where the 9-BCD sequence is located. The TELUS operator
may then graphically display the reference scan most closely
matching the one received by field telemetry. (This display,
however, is not necessary to the identification. Upon finding the
9-BCD sequence in the file, another BCD of 3 numbers is shown
on the file card. This BCD is the identification number of the
reference material that best matches the unknown solution.) Since
both reactants of the reference scan are known, within the limita-
tions of the technic, the identity of both of the reactants initiated
in the field is therefore also known-and the problem is solved.

SUPPORTING SUBSYSTEMS

Of the 5 supporting subsystems, 2 require further explanation
as to the manner in which they contribute to the objectives of
utilizing the TAMIS in the research and clinical laboratory.

Liquid nitrogen storage

Two complex biologic solutions (reactants) are primarily involved
in microbiologic analyses of the types used in the TAMIS; namely,

A.antigens (sonicated extracts of microbiologicals) and precipitating

20



antibodies (molecules produced in the sera of animals which have
previously been injected with antigens). When the laboratory and
animal manipulations are successful and good differentiating re-
actants are obtained, storage of them in a manner that may pre-
serve their reactive configurations becomes paramount. The
selection of extreme cold (-1960 C.) produced by liquid nitrogen
seemed to be the most promising condition of storage. A com-
promise between equipment capability and the strength of small
glass storage ampuls determined the rate of cooling from 24' to
-770 C. in 15 minutes in a controlled-rate freezer. Following this,
the 1-ml. ampuls are stored directly in the liquid nitrogen holding
tank (fig. 15). The tank has a capacity of 185 liters and is 89 cm.
in diameter and 93 cm. high. When purchased, the tank did not
contain any equipment for storing biologicals in an orderly fashion.
By use of stainless steel throughout, partitions were made that
divided the inside of the tank into 5 sections for each of which
6 covered drawers or trays (18.5 cm. square x 6.3 cm. deep) were
fabricated. Each of these 30 drawers is divided into 225 sections
suitable for storing glass ampuls (1 ml. capacity). A total of 6,750
ampuls can be placed in the tank. Since the condensation of
moisture by the extreme cold does not permit visual observations
of the inside of the tank, a mechanically guided probe was designed
for retrieval of the trays. This retrieving mechanism is shown in
position above the &pening to the tank. The depth of the grasping
clamp is preset by the operator: then a keyed rim mounted above
the tank guides the probe into any 1 of the 5 sections. Once the
clamp has been remotely closed upon a tray handle, the tray is
removed safely without the operator coming in contact with the
liquid nitrogen. To reduce errors in removing the desired vials
from a tray, a correctly labeled Plexiglas template with precut
access holes is chosen and placed over the open tray. Only certain
vials are then accessible.

We have not been successful in labeling the ampuls in any
manner that would assure permanent identifiaction. The locations
of the 5,350 ampuls now stored are kept in an extensive inventory
system.

Efforts to completely flame-seal all of the storage vials before
placing them in liquid nitrogen have not been successful and, during
the first year of operation, numerous vials exploded violently upon
removal from the liquid. Rather than digress and attempt to

21
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device a faultless testing system for determining adequate sealing,
it was reasoned that the inert character of the nitrogen would not
affect the biologicals. The reactants have therefore been stored
unsealed in narrow-neck ampuls.

Monitoring the adequacy of the supercold storage compared to
the usual -200 C. deep-freeze temperature has been done periodi-
cally since October 1965. Bacterial antigens and antibodies are
used for this purpose. To date there have not been any statistically
significant differences among the same reactants stored separately
under the two different temperatures. Quantitative gel diffusion
analysis is used in these assays of storage effects.

Preparation of calibrated solutions often takes up several
months and the induction of adequate antibodies may use 20 ani-
mals. This is an expensive and time-consuming undertaking;
therefore, preservation of these biologicals for the longest possible
period would seem to be warranted.

Numerical marking abrasive unit

Since all sources of error can not be completely eliminated in a
remote analytic system, it is essential that they be recognized
during the conduct of the work. With the TAMIS, it was evident
that small glass columns preloaded with calibrated reactants could
be mixed or placed in the magazine of the Biotelescanner in a
position other than the one indicated by the voice telemetry sent
from the field site. An adaptation of a commercially available
abrasive unit (fig. 16) was therefore made (24) to score various
sequences of bands completely around the bottom, top, or both
ends of the columns sent to the field sites (fig. 17). When meas-
ured by the light and photoresistor combination of the field
scanner, these band sequences can be visualized and converted to
numers on an oscilloscope or strip-chart recorder and will provide
the laboratory operator of the TELUS assurance that the correct
columns were used. The sequences are actually modifications of
the binary coded decimal system and permit 9,998 different
combinations (fig. 18).

IMMUNOLOGIC DIFFERENTIATION

The utilization of the precipitin reaction for differentiation
depends, in part, upon prior knowledge of the kinds of antigens with
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which the antibodies will precipitate. Extracts of bacteria that
are only partially like the antigens used to evoke the antibodies
may l combine with them in an in vitro assay (heterologous
reaction). Such heterologous reactions involving partially similar
molecules and antibodies will generally not produce as much
precipitate as antigen-antibody aggregations consisting of the
antigens originally used to evoke the antibodies (homologous re-
action). Thus, the antibodies from one animal may react with 2
or more bacterial antigens but not to the same extent. The word
"extent" used in a quantitative sense is the basis for the differen-
tiation of bacterial extracts described in this report. For example,
figure 19 shows 8 different bacterial exasrts, one in the upper
part of each glass column. Note that only the two columns on the
left show white precipitates in a curved arc below the reference
scratch circling the tube (approximately two-thirds up from the

FIGURE 16

Nirumeri"I giw'Jg eLZ;zi :e u"e (me. rf. s4 1cr dstedb).
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FIGURE 17

Column •dentificatio, abraded by the Numerical M.rking Abraaive
Unit. The upper column (nowbraded) can be compared woit tme * lower
(abraded) columns (see also fig. 18).

bottom of the tube). The colubin on the extreme right is negative
(no precipitate). As indicated in the legend of figure 19, the
antigens in the upper part of the columns are different, but the
antibodies incorporated in the lower two-thirds of each column are
the same. One may note that the homologous reaction (on the far
left) has more precipitate than the heterologous one (middle
column).

If a small beam of white light is passed through the columns at
the appropriate levels, the precipitates partially occlude the light
passage and the amounts of light before and after the precipitates
can be indirectly measured by a photoresistor (10). A comparison
of figure 20 (80-minute reaction) with figure 21 (120-minute
reaction) shows that the precipitates become more dense with
increasing incubation time.
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CONVENTIONAL MODIFIED
BINARY COOED DECIMAL ABRADED BCD

(BCD)

1 2+11 ,D

~LJCKSTENS IS

No. 13 No.13

4+18 4 1 8

No.58 No.58

4+2 2 442 2

o. 62No.62

FIGURZ 18

Stiip•-he•t .eoPms. of .osiom&. bd•y eodd dimd• (BCD) and
ood~j'od abraded BCD (f..ref. 041fo detsil.).

26

WN



I

FIGURE 19

Sinle difiu cohlmm, (for details e ref. 18).

The description above and figures 20 and 21 are classic examples
in that differentiation conforms to tested immunologic axioms.
Our extensive research with the TAMIS has indicated, however,
that for bacterial-antibacterial reactions to conform to the axiom
of "homologous reacting stronger than heterologous," determina-
tions must be made before sonmcation of the approximate numbers
of organisms to be disrupted. There were numerous instances in
the standardization of reactants (19) where, if the number of
organisms in the starting heterologous population exceeded the
homologous, the heterologous reacted more strongly than the
homologous reference system (20). These ambiguities do not, in
themselves, indicate that identification of bacterial extracts by
precipitin reactions is unsuitable. They emphasize the require-
ment of determining beforehand the concentration of the ,starting
population by nephelometry (e.g., McFarland turbidity scale (25))
or by some other method. This estimate must be considered in
the ultimate determination and comparison of the unknown re-
action with the reference data for the known extracts. In this
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30V REACTIONS

T vs
A Anti-& 'inM a , - P

Q-35

-IF REACT -

0-35

FIGURE 20

TAMIS denedouufrie and plwtagraphki compmsum
of koslmotigou. uad kete.roogeua " "c "
r e.tiua i•ls . diffon oaohmuu at *0-mus. visca-
t Now (for doteh #" ref. 18).

manner, errors in identification of the unknown extracts can be
minimized. To date, the TAMIS has been applied to 2,968 immuno-
logic reactions to ferret out sources of error such as the one
explained above.

Tempemature effects

Compactness and portability of the Biotelescanner model X 66-D
permitted studies of reactions performed with the scanner in a
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DENSITY IO' REACTIONS
00 15

25 ~ IFREACT'01 S. Mw'cescns

Anti - S. Morcescsns
C -0-35
E 160,-

IF REACTION - E. coli 04;H3

G-35

- IF REACTION--

P Tularensis
vs.

- 0-35

FIGURE 21

Denaitonuetrc und pkot•graphi compa oison of
te single gel dilffuion reactios ashown in figure to.

aftter 10-mm. iscubiation (for detaile see ref. 15).

refrigerator (40 C.) and in an incubator (250 and 370 C.). Ob-
viously, rates of reactivity of the solutions varied with the S con-
centrations of extracts. Using Skigefla dyaenteriae - anti-Sheig
dysenteriae as a model system, the sensitivity and reproducibility
of the measuring system precluded linearizing the slight changes
at varicus incubation times up to and including 60 minutes. A
difference of ± 0.022 neutral density units was therefore calculat-
ed as the standard deviation that would include temperature differ-
ences from 40 to 870 C.
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FIGURE 22

Denvitometric graphs of homologoua and keterologous
precipitin reactions in single diffusion columns. The in-
creased densities at the interface (IF) result from sonicated

B aextracts of two population of bteria reacting separately
C wlte arsera m to bhigella boybti at apdroximrteli o5f C. for

Sm 0 minutes au d so minuteh . Note the lower intdrfaciai teoni s
a etial tor extheats from c0 x 104 While s en organismsit"

compared to 10 X 109 organisms per millititcr. Smaller

torduceit an decreasing eotrae t concentration are rbaetions
•,&in a v tytibody axec". i

Bacterial extracts

Clear extracts of bacteria obtained by disruption of the organ-
isms and solubilization of the molecules on and within the organisms

/ are essential to the TAXIS procedure. While sufficient organisms
•.to produce an extract of adequate concentration may be obtair•.-
•. In a variety of ways, a biphasic culture technic, modified from a

published method (81) is currently used. A sterile flask (250 ml.)
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invaginated in four placea is prepared with 50 ml. of 2.5% sterile
heart infusion agar. After the agar has gelled, 10 ml. of sterile
heart infusion broth is overlaid. The bacterial inoculum placed in
the flask is either I ml. of a suspension of organisms washed from
an agar slant after overnight incubation or 1 ml. of broth culture.
After inoculation, the flask is incubated for 16 hours at 370 C.
Faster growth is achieved by the use of a reciprocating shaker
(200 strokes per minute, 4.2 in. per stroke).

Following growth, the broth culture from the flask is standard-
ized to contain 10 x 10' organisms per milliliter when compared
with a McFarland turbidity scale (25) measured at 660 mu. on a
spectrophotometer. The nutrient medium is not removed for this
measurement or for subsequent sonication.

Several methods were tested for their efficiency in preparing
extracts of the organisms. These were concerned with various
time combinations of boiling, grinding, extraction with benzene,
and sonication. The best treatment applicable to most gram-
negative organisms was sonication for 10 minutes of an 8 ml.
bacterial suspension (10 X 10' organisms per milliliter) in a sealed
chamber cooled by tap water. When required, the suspension may
be'only 4 ml. With either volume, consistent quantitative extrac-
tions were obtained in five minutes for certain gram-negative
organisms; namely, Escherichia coli and Serratia marceacens.
With both volumes a sonicator probe was used with a %-inch tip
operating at maximum power (Sonicator, model S-75, Heat Systems,
Inc.) (19).

If the sonicate was for the induction of antisera, our studies
showed that better antisera were produced when solubilized sub-
stances together with cellular debris were used for injection. If the
sonicate is to be used as a reference or is from bacteria to be
identified, the sonicate is processed by filtration (or alternatively,
centrifugation, 12,000 x g/15 minutes) through the filtration
reservoir shown in figure 11. To date, these explorations have
resulted in the preparation of approximately 90 bacterial extracts.

Biotelescanner model X 66-A (fig. 8) has a Microfil, model
X 66-A, attached to the top. This is used to automatically overlay
a bacterial extract onto the menisci of preloaded columns contain-
ing calibrated antisera incorporated in agar. The telemeteringr
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Biotelescanner, model X 65-D, does not have such a device and the
columns (2 mm. x 60 mm.) are one-half the inside diameter of
those used in model X 66-A. For this reason, the batterial extracts
overlaid onto columns in the telemetry scanner are filled by manual
manipulation of an 18-gage, 21/2-inch needle attached to a 2-ml.
syringe.

Reference antisera

Since concentrating on the biologic aspects of the TAMIS
during the past two years, approximately 200 rabbit and 2 goat
antisera have been evaluated using single diffusion agar columns.
For the quantitative specificity, reactivity, and sensitivity required
in the TAMIS, the number of suitable sera obtained has been
approximately 10%. The inherent limitations of the precipitin
technic in the TAMIS approach indicate that these antisera rarely
form precipitin aggregates with bacterial extracts of less than
0.15 mg. N per milliliter resulting from presonicated starting
populations of not less than 5 x 109 organisms per milliliter.
While most antisera will cross-react with at least 4 organisms, on
occasion antisera have been produced that react with 14 extracts
from different gram-negative organisms. Such broad reactivity
is usually sufficient to provide clues for determining the genus of
unknown preparations while species determinations are made with
antisera that have a narrower reactivity range.

The results of these reactions from screening antisera, as well

as final calibrations of selected reference antisera (figs. 23 and 24)
to be used in subsequent identification of unknown bacteria, are
stored on magnetic tape in the TELUS (fig. 9) or in strip-chart
form (fig. 11).I Ultimately, extracts and antisera that are suitable for "blind"
determinations are stored in liquid nitrogen as indicated previously.

Lastly, details of the most successful injection schedules should
be mentioned. For producing rabbit antisera to whole bacterial
sonicates, the suspension is adjusted to contain 0.6 mg. N per milli-
"liter (equivalent to approximately 1.4 to 1.5 X 1010 organisms per
milliliter). Table I shows a typical injection schedule used with
adequate results for rabbij.
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Reactions with viruses

Using the isolated experiments scattered throughout the litera-
ture, pertinent to discrimination of viral extracts (1, 2,4, 5,21, 23,
26-30) as a starting point, the TAMIS was applied to the discrimi-
nation of 8 extracts. For this purpose homologous antisera were
induced in rabbits using immunization schedules shown in table HI.

~*iamb

FIGURE 28
Double diffusions r~aetione Ws agr gel differeastiating 610009 Meoral

etastyeet of streptoeoomi bactera @"Ah reacted with the *ame aistWMeuu t
gtreptococci. group C. its contrast to siusgle d&llusion where the austige in
layered directly upno, the antipeerum.agar, in. double diffusions the anstigen s 4
separnte froms the asstiteruen by ain are.. of star. The roactionefe ionss
this Oren&. Tube 1, eftrae frogs group C; tube0, group B; tube 5, group D;
end tube 4, group G. The two white hUe" is the oster 01 each 6o10100s are
referewsc mark. 10 gots. apart to anticipate by the TAXIS where the reaction
should occur. IMisebtious timse,9 houw. at Me to 340 C. Note the disedusd-
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fifur



L4 -

if 8.4 -IF'

9O 0 I0,

7W W te WTI-MW V S7W WO f

FIGURE 24

end ZIP are th intsrlaces of tU bactrW exrctwr recin ar
amd th sow r~eaio am s md Me at• em um, respectively. These are

assaw stan of 8•reptecocu #p. rectn Wit the *m@ an",erum

To obtain the best differentiation, the gamma globulin fractions
of these antisers were prepared by separation with diethylamino.-
ethyl cellulose (DEAE). Following this, sel diffusion reactions

were performed in a checkerboard-designed experiment including
as controls appropriate normal sera and growth media. From
these analyses, an antiserum was selected that had the broadest
antibody spectrum as well as differentiating capabilities. Figure 25
shows the results of the analyses. The photographs provide clear
evidence that all the different viral extracts listed in the legend
gave dissimilar precipitin results when reacted with the gamma
globulin fraction of antiserum prepared against poliomyelitis anti-
gens I and HI. It is also interesting to note the marked similarities
among the 4 strains of influenza virus. Quantitation of the various
reactions by denaitometry resulted In the graphs also shown in
figure 25. These reactions were reference ones to further establish
the feasibility of the TAMIS approach.
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TABLE I

General mjectjoa ach~dse for inducmgo rabbit sastibacerWa sera

Day Vaccine

1 1.0 ml. ac. (0.5 ml. sonicate with 0.5 ml. incomplete Freund adjuvant)

a 0.1 mL I.V.

5 0.3 mL LV.

' 2.01 ml. ac. (10 ml. soncate with 1,0 Incomplete Freund adjuvant)

9 0.6 Ml. LV.

11 1.0 ml. IV.

18 1.5 mL LV.

24 Trial bleeding

225 Ezanguinatlon

The vea w the ubob 8ulmWd opewgogs eC &preamA* 1A to 1.4 X 100 oergma
Dw Mi1tmW dJuud to fa tOM .U me. N perW UiN.

FIELD TEWT RESULTS

Clinical biboratory applicatiorn

It was repeatedly shown that the analyses of immunologic
reactions initiated in the clinical laboratory of a local military
hospital could be successfully telemetered by a combination of
telephone and radio from the laboratory to the TELUS. Logistic
difficulties required that additional identifications be made from
samples delivered to the TAMIS laboratory. Tb mse analyses were
done in the BAIT system (fig. 11) without a iadio or telephone
link. Table III lists the test organisms, antisera now used, and
results. In brief, 7 reference antisera have been used to distinguish
among 25 organisms. Of 25 cultures submitted, 100% were cor-
rectly identified to the genus level and 66% to the species level.
Pseudeom s uW and Protew app. have caused the greatest diffi-
culty in species identification because adequate differentiating
reference sera were not on hand.
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TABLE II

Gonral mjection schedule for inducing rcabbit ativirdl ser&

Day Vaccine

1 1.0 nl. s--
0.5 ml. washed virus with 0.5 ml. complete Freund

8 1.0 ml. se. adjuvant for each injection

17 1.0 ml. s.c

24 0.5 ml. LV.

31 Trial bleeding

82 Exsanguination

54 0.5 ML I.
Additional injection for influenza and adenovirus

61 Trial bleeding antisera"
aI

TMb vaedunm went =a&e M"8 l vlru8 wahed fm of apptmpliato rmw me&&a

Aerosol identiflcaUon

The BAIT augmented with an electrostatic-type air sampler

(10,000 liters per minute) (Applied Science Division, Litton SPs-
toms, Inc,) coupled to a continuous flow centrifuge (fig. 26) was
housed in a mobile van and field-tested in May 1967. Two bacterial

populations, live Serratia marceacens and killed scwherichia coli

(strain 0119:B14:H6) were aerosolized in 9 test runs. Table IV
details the results of these trials. (The analog output of the

densitometer was also sent by telephone to a remote chart recorder
several miles distant.) In summary:

1. In 4 out of 4 completed tests (table TV, mission 2, passes
8 and 4; mission 8, passes 8 and 4) involving S. mareescen8, the

BAIT correctly identified the organisms.

2. In mission 2, pass 2, the BAIT gave a misleading reac-
tion indicating possibility of S. mureesene when the organisms
actually aerosolized in 2 successive passes were E. coli (strain
0119 :B14 :H6).
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TABLE M
Reul~ts of "blind" analyses of sonica~ted extracts of bacteriaz of

clinical importance completed in the TAMIS procedure

Actual organism TAXIS Identification

S. dweenteri.. S. dysentori..
S. bovidn S. bopdii
Sallwsofefs .,iteritidip SaGImOUs .xtevitidi.
S. brodsmo S. bredemuy
S. Par"wPku D S. Parstyphi B
S. jamsusd S. iaiviona

S. PrOV4pks B S. paratztpp B

S. javionaE. iaelsx

5. coli (0111) R. CONi (0111)
Proteua ,morgami Pvoteu. rettgM ri mdrahili
P. mfrabili P. walgaris
P. rettgum P. mndgen.
P. mdgarvw P. mirrzilia or rettger
P. wfaiWblis P. rettom'
Pseudomosoua peoudoesaM Psewtomiowa p..udomelih
PasudemouG. app. P. pecudoesali
P. pseodomalle Pseetdomona s".
BacilUm anitratuus Other than those above or below
SahMUl takfing Salmoaefs takingV
Proteua mirubli. Other than those above or below
Cit vobacter spp. Other than those above

zu*Atiat of beuterls weo prepernd hi goniestee of 10 X 15' bestuula per in"ihie 1w
10 miniutm aind sited for 4 binS at W* to 26 C. To dlffenstlate amug tbm orgAWis
the foftwing antism were mid sevepr&W mW "uhnuemeoub: Sulmoneft .,eultdie. S. 9ppjd J.
"8. ftj= iphdauam prg&d 3. Skieel dymomue. S. euam" (T-N). and S. sesue (8-90)

8. Gelatins phosphate diluent only was aerosoliZed in
mission 8, pmn 1, and the BAIT identified S. marceacen in the
aerosol. An inspection of the background count (live organisms)
between Passes 8 and 4 of mission 2 shows 2.94 X 102 organisms
per liter. Superimposed upon this was the next aoolzton
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Flow diagraw of BAIT (Bacterial AmaouWAd Ids.ficatm Teckhni)

for roeol applications.

(mission 2, pass 4) of 1.07 x 107 S. tnrceseena organisms per liter.
The following day, only gelatine phosphate was aerosolized (mis-
sion 3, pasn 1), but no background count was made before that
aerosolization. (When background counts were made, they were
on live S. marcece, organisms only; the BAIT analyzes dead
as well as live bacteria.) It is possible, therefore, that the collecting
ducts and impaction filter of the BAIT air sampler and the area
around the intake actually had sufficient killed or live S. marcee-
'¢cew to produce a reaction. Consequently, these data are
Inconclusive.

There are additional observations and conclusions from these
trials that should be considered. The first 1900 hours test was
aborted because the relative humidity was 87%. This ambient .

89



v4 1

"14 V4 14

__V_ 141 4

x X Xx

.1 4 A A o

- - 00 0 0

A l 0. 0-1 It 14 14 4 V-4-

X X x x x x

"" "IP V4 014 4 x X4

riq

lobI. V4-

rn-4

04 a* 4

40



relative humidity combined with the additional moisture of the
aerosolized organisms caused repeated electrical shorting of the
air sampler. It was not possible to maintain a potential of
25,000 v. or 20,000 v. between the collecting wrifice and the posi-
tively charged rotating impaction table. For adequate collection,
20,000 v. would appear to be the minimum. A part of this test
was conducted at 5,000 v. potential with resultant inability to
collect sufficient organisms. Subsequently, other tests were con-
ducted at relative humidities varying from 23% to 67%. At these
humidities, only occasional difficulty was encountered in maintain-
ing the 25,000 v. potential and this occurred at relative humidity
conditions above 65%. To use a sampler of this type under condi-
tions of high relative humidity, some engineering modifications
would have to be made to reduce the relative humidity as the air
passes through the intake.

Subsequent to the field test, it was learned by further labora-
tory investigations that the Z. eoU used for field trials was strain
0119:B14:H6. This did not react in the BAIT a strongly as strain
O01Uab:B4:H12 upon which the BAIT had been precalibrated. In
addition, the organisms that were aerosolized had been killed with
beta-propiolactone. Laboratory tests later showed that beta-
propiolactone appears to partially inhibit disruption of N. coli by
sonication. It may also directly or indirectly affect the prepara-
tien of a satisfactory antigen extract. These observations together
with the low concentrations of R. co/i that were aerosolizedi could
account for the inability of the BAIT to identify R. moli 0119:
B14 :H6.

Further studies showed that incorporating the organisms in
0.1 M gelatine phosphate makes only a negligible difference in
disruption by sonication. Extracts of organisms with and without
gelatine phosphate reacted similarly in the BAIT. This fact again
points to beta-propiolactone as one of the factors adversely influ-
encing the identification or preparation of a satisfactory sonicate
of E. co• in the field tests.

From observations with TAMIS and the aerosol identification
with BAIT, precepts can be formulated. These could be used to
evaluate a microbiologic identification system applied to aerosols.
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1. The system air sampler must provide efficient collection
in marine, coastal, and inland environments at relative humidities
and air compositions anticipated in both day and night operations.

2. The system must have constant or intermittent meas-
urement of the organism population during recovery in order that
subsequent processes will be programmed only when sufficient
organisms have been collected.

3. The system must give unambiguous identification at a
remote site for whole bacterial suspensions as well as for solutions
and fractions thereof, including strains known or anticipated in
biologic operations.

4. The system must have a processing and identification
method that can not be counteracted by known or anticipated
aerosol diluents, chemical potentiators, partial detoxification, car-
rier proteins, or fragments of protein or protein conjugates.

5. The system must be resistant to "jamming" by the addi-
tion into the aerosol of innocuous bacteria or substances similar
to but not identical to the primary agent.

6. The system must provide unambiguous identification for
both low and high concentrations of organisms. The signal-to-
noise ratio in an instrumented readout must be adequate for low
concentrations and distortion-free for high concentrations of
organisms.

CONTRIBUTIONS

The purpose of the TAMIS within the framework of the original
concepts of the Bio-courier project was to conduct research that
would examine the feasibility of a telemetric immunoelectronic
approach for identification and differentiation of certain biologic
substances. Ini this regard, feasibility has been demonstrated and
specific contributions to and extensions of existing knowledge have
been made in both electronics and immunobiology. These are:

1. letroxivs and intum~tvwea~tim

a. Fabrication of portable field instruments for initiating, taping, and
transwitting by radio or telephone six kinds of information concerned with
densitometry.
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b. Considerations In field Instrumentation for recognizing and mini-
mrizing erroL

c. Automatic instrumentation for layering one reactant on top of
another in gel diffusion columns.

d. Semiautomatic technics for the preparation of bacterial extracts
by sonication and filtration.

e. A method for detecting mistakes in the selection of preloaded
reactant columns.

f. An instrument modification for marking glass tubes.

g. A binary coded decimal system of 60 bits (15 numbers) that can
be used to characterize each precipitin reaction for storage of data on magnetic
tape and subsequent retrieval by automatic tape starchers.

h. Development and establishment of the versatility and capability of
a laboratory console, TELUS, for receiving, storing, comparing, retrieving,
integrating, and relaying immunobiologic, biochemical, and physiologic data
from remote sites using both short- and long-range (8,000 miles) telemetry.

2. Immunobiology

a. Procedures for standardization of bacterial extracts prepared by
sonication.

b. Technics for the utilization of differentiating antisera of the
precipitin type.

c. Parameters of concentration, time, and temperature Pertinent to
the use of precipitin reaction for the identification of bacteria.

d. Differentiation and identification of enteric bacteria by quantitation
of precipitin reactions.

e. Validation of the adequacy of the precipitin system for the identi-
fication of certain bacteria in aerosols.

f. Establishient of certain criteria to be considered in the problems
associated with bacterial identification in aerosols.

g. A method of preparing, storing, and retrieving vials of biologicals
stored in liquid nitrogen.

h. Evaluation of the potential of the precipitin system for identifica-
tion of viruses.
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There are numerous applications of these Immunoblologic and
electronic contributions for terrestrial and aerospace problems.
The differentiation of numerous biologic solutions not demon-
strated by these studies has, for the most part, either already been
done by less sophisticated methods or can logically be assumed
to be possible from present knowledge. The future use of the
TAMIS and associated subsystems in the field, clinical, or aerospace
laboratory depends upon the administrative and scientific recog-
nition of problems consistent with the capability.
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